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SUMMARY OF CLAIMED SUBJECT MATTER 

Claim 1 discloses self-reducing, cold-bonded pellets that include by weight, about 
60-79% iron oxide-containing material, a main portion of the material being between 
about 200 mesh or smaller, about 10-26% carbonaceous reducing agent with a particle 
size of about 48 mesh or smaller, and about 10-20% finely divided Portland cement 
clinker as a binder wherein about 90% or more of the total volume of the cement clinker 
particles measure less than 0.08 mm and the portion of dicalcium silicate contained in the 
cement clinker is less than about 20% by weight. See page 8, line 4 to page 9, line 13 of 
the specification. The cement clinker contains about 50%) by weight or more of 
tricalcium silicate and contains tricalcium silicate and tricalcium aluminate in a ratio from 
about 5:1 to 10:1, with the total weight of the iron oxide-containing material, 
carbonaceous reducing agent and cement clinker being 100 %. See page 9, lines 3- 20 of 
the specification. 

Claim 21 discloses self-reducing, cold-bonded pellets that also include by about 
60-79% iron ore concentrate having an iron content of at least about 60% by weight, a 
main portion of said iron ore concentrate being between about 200 mesh and 325 mesh, 
about 10-26%) carbonaceous reducing agent and about 10-20% finely divided Portland 
cement clinker as a binder wherein the cement clinker further has a free-calcium oxide 
content of less than about 3% by weight, with the total weight of the iron ore concentrate, 
carbonaceous reducing agent and cement clinker being 100 %, the pellets having a size 
ranging from about 8-16 mm. See page 8, line 5 to page 9 line 13 and page 12, lines 20- 
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26. 

Claim 30 discloses self-reducing, cold-bonded pellets, where said pellets are 
cured with a curing gas having a carbon dioxide content of about 10% by volume or more 
at a temperature ranging from about 1 00-300 °C and have a cold compression strength of 
about 78-200 kgf/pellet. See page 7, lines 10-13, page 10, lines 10-19 and page 11, lines 
6-9 of the specification. 



